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STRUCTURAL SCHEMA BOX TYPE HYDRAULIC BREAKER

Valve Ass'y

Easy maintenance prevent | \
’ Back Head

The energy of piston stroke is i i

- accumulated due to charged

nitrogen gas.
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oil cylinder from deforming.

Accumulator

As high pressure surge \
damper, it compensates for i /
. pressure in the hydraulic

circuit and prevents

Cylinder

Heart of the breaker contains hydraulic
. circuit for piston reciprocating motion

PSSR _ . High-performance cylinder brings easy
L i : _ | and lowest maintenance cost.
Piston
Kinetic energy of the piston is converted into
hammering energy after hitting the tool. The @ Incorporate much advanced technology
hammering energy transmitted to the tool in hydraulic breaker: leading heat treatment
paaIc Rk _ | technical, lower noise, durable main bodies,
The dimensions and special steel quality of
Tool Pin - piston exert longer service life. etc.
_ 4 Suitable with a wide range of excavators.
Tool Bush ' Front Head ¥ \/ersatile application including breaking rock,

The front head prevent the whole breaker Baving:rosd, bulling Sematilan. ste.

from the tool's shock. € Easy use and easy maintenance.,
| € Box type breaker namely silent breaker,

Tool which is used in special project that noise

The specially heat-treated tool guarantees Is limited.
the performance and durability of JISAN

hydraulic breaker.

Moil point, Chisel wedge and Blunt tool are

optional according to application.

Mon =reinfofcad ConcrelallE00m)  ———
WDRHIHG CAPACITY R |l'||'|'|'I::1 GO e -::I'I-;I'!:'Il"_-
{Bhr.l'dEI‘_l,F} Hiaired rack
ssBao0 | f=i § i b
JSBA0D | | = i | | |
JSBEO0 | | i
: JSBEON — :
h-." . =
) J58900 | | : - : ; : a |
,t;‘f_i jseieon| | | | , E ’ | ) Model  nit  JSB200 JSB300 JSB40D JSB60O JSBBOD JSBI00 JSB1600 JSB1900 JSB2800 JSB3S500 JSB4S00 JSBS000 JSBSS500  JSB6500
S =h— : : : : g 5 em
: JSB1900 - : !
N - = ; Weight Kg 200 270 330 450 680 1000 2000 2050 2800 3100 3950 4200 4900 7100
JSB2B00 | ; !
— Length Mm 1344 1420 1580 1895 2101 2401 2822 2828 3052 3254 3450 3700 3800 4430
JSB3500 : ;
JSBasoo | | ¢ | : ! f Pressure Kg/cm® 80-110 90-120 110-140 120150 130-160 150-170 1680-180 160-180 160-180 160-180 160-180 160-180 160-180 190-210
500 ¢ ¢ i : 5 ; : ! ; = .
e i R Flow L/min  20-30 2550 4070  50-90  60-100 80-110 100-150 120-180  150-210  180-240  200-260  210-290  250-310  290-370
S P B PR e e e Rate Bpm  600-1200 §50-1000 500-900 400-800 400-800 350-700 350-600 350-500  300-450 300-450  250-400 200350  250-320  200-400
Hose Inch 112 112 112 12 3/4 304 1 1 1 15 1% 1% 1% 17
Chisel Mm 45 53 68/70 75 85 100 135 140 150 155 165 175 180 210

Suit Ton 0.8-3.0 1.0-3.5 4-7 6-9 7-14 11-16 16-21 18-26 25-30 28-45 30-45 40-55 44-70 65-100



TOP TYPE HYDRAULIC BREAKER SIDE TYPE HYDRAULIC BREAKER

Top type breaker is
applied to special
operation that in
larger elevation angle
at municipal project
dismantling.

JSB200S®

JSB300S® JSBEO0S ® JSB1600S »

JSB400S ® JSBY00S® JSB1900S ®

JSB60OOS® JSB2800S B
JSB3500S ®
JSB4500S B
JSB5000S B
JSB5500S B
JSB6E500S B

Side type breaker is widely applied to mining and quarrying

i Model Unit  JSB200T JSB300T JSB400T JSB600T JSBBOOT JSBO0OT JSB1600T JSB1900T JSB2800T JSBIS00T JSB4500T JSBS000T JSB5500T JSB6500T IternMﬂdEt Unit JSB200S JSB300S JSB400S JSB600S JSBE00S JSB900S JSB1600S JSB1900S JSB2B00S JSB3S00S JSB4500S JSBS000S JSBS5S5005 JSBGS00S
Weight Kg 80 165 254 264 486 B53 1679 1898 2455 3050 3920 4000 4600 7060 Weight Kg a0 165 254 264 486 853 1679 1808 2455 2650 3753 3910 4500 7060
Length Mm 1100 11580 1347 1528 1920 2260 2695 2810 2845 a5 3310 3400 AT26 4430 Length Mm 1100 1140 1347 1528 1920 IR0 2695 2810 2895 3152 a310 3400 a726 4430
Pressure Kg;’cm" 80-120 90-120 110-140 10160 120170 150-170 160-180  160-180 160-180 160-180 160-180 160-180 180-200 190-210 Pressure I{gfcrn‘ 90-120 90-120 110-140 110-160 120-170 150170 160-180 160-180  160-180 160-180 160-180  160-180 180-200 190-210
Flow L/min 15-25 25-50 23-45 30-42 45-85 80-120 120-160 130-170 150190 170-220 200-300 210-290 250-310 290-370 Flow L/min 15-25 25-50 25-45 30-45 45-85 80-120 120-160 130-170 150-180 170-220 200-300 210-280 250-310 290-370
Rate Epr‘n f00-1200 600-1100 500-900 500-800  400-700  400-700  400-700  400-500 320-500 230-400 220-350 200-350 250-450 200-400 Rate Ep m 700-1200 600-1100 S500-900 500-800 400-700 400-700  400-700 400-800 350-500 250-400 250-350 200-350 250-450 200-400
Hose Inch 142 112 112 172 314 34 1 1 1 1T 1T 17 1T 1T Hose Inch 1/2 1/2 112 1/2 34 3/4 1 1 1 1T 17 1% 17 17
Chisel Mm 45 a3 6870 75 85 100 135 140 150 155 165 175 180 210 Chissl Mm 45 L | 68/70 75 85 100 135 140 150 155 165 175 180 210

Suit Ton 1230 2040 3055 4070 7014 1116 1926 19-26 27-38 28-40 36-45 40-55 45-55 55-120 Suit Ton 1.2-30 2040 3055 4070 7.014 1116 1926 19-26 27-38 28-40 36-45 40-55 45-55 55-120
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